





WEAR ON 
RUBBING 
BLOCK 
CLOSES 
POINT GAP 


SET GAP AT .026" 
IF .024"-.026" 

IS SPECIFIED 


%" x l’/ 2 " WOOD 
SLAT SEWN IN 


Adjust spark plugs to the smallest gap rec¬ 
ommended. They’ll stay properly adjusted 
longer since their gaps increase with serv¬ 
ice. Distributor points, however, should be 
set at the high end of recommended range 
since their gaps decrease with wear. 
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An old blanket can keep you clean when 
you unload your car trunk. It protects 
clothing from grime on the bumper. Fasten 
the blanket to the trunk floor, and sew a 
wooden slat into the edge to prevent flap¬ 
ping. The blanket rolls up when not in use. 



























To fix headliner rips, knot a cord through Engines often wet out when driven through 

stiff cardboard larger than the damaged a flooded roadway. The radiator fan usual- 

area (1). Slip cardboard through tear and ly is the culprit; it sucks up the water and 

run cord through torn flap (2). Apply ce- throws it back onto ignition wiring. Next 

ment, pull cord, press cloth against card- time, loosen the fan belt so the fan doesn't 

board (3). When patch is dry, snip cord. turn. Reconnect it on dry ground. 























